


CST023(壁灯) 

INSTALLATION INSTRUCTION 
PLEASE READ CAREFULLY AND SAVE THESE INSTRUCTIONS, AS YOU MAY NEED THEM 
AT A LATER DATE. 
 

If the external flexible cable or cord of this luminaire is damaged, it shall be replaced by a 
special cord or cord exclusively available from the manufacturer or his service agent. 
 

The minimum distance from the luminaire to any 
lighted objects shall be kept at least 0.8m. 
 

Remove the fixture and the mounting package from the box and make sure that no parts 
are missing by referencing the illustrations on the installation instructions. 
 

Electrical products can cause death, injury, 
or damage to property. Installation of this 
product must be carried out by a qualified 
electrician.  
 
1. Ensure mains supply is switched off. 
2. Fit PLASTIC ANCHORS (A) into 

mounting surface. (ensure firm 
mounting surface) 

3. Select installation style: 
A). If wall lamp uses a nipple for 
mounting. Screw NIPPLE (E) into 
INSTALLATION BAR (C) and secure 
with HEX NUT. Refer to fig. (Ⅰ). 
B). If wall lamp uses two screws for 
mounting. Screw TWO SCREWS (E) 
into INSTALLATION BAR (C) and 
secure with HEX NUT. Refer to fig. 
(Ⅱ). 
C). If wall lamp uses two side screws 
for mounting. Refer to fig. (Ⅲ). 

4. Fix INSTALLATION BAR (C) onto 
mounting surface with SELF-TAPPING 
SCREWS (D).  

5. Connect main 
supply into 
TERMINAL 
BLOCK (B) 
ensuring all 
connections are 
tight.   

6. Install wall lamp onto mounting and 
secure with Decorative nut (F) or side 
screws (F). 

7. Install BULB (Not supplied) before 
reconnecting power. 
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